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RESIDENTIAL AND COMMERCIAL CONSTRUCTION COSTS 


18-FAMILY BRICK APARTMENT 
Content: 168, 385 cubic feet 
13, 260 square feet 


DESCRIPTIVE SPECIFICATIONS 
18-FAMILY BRICK APARTMENT BUILDING 


GENERAL CONDITIONS 

Materials, Labor, Appliances. Unless otherwise specified herein, the contractor 
shall provide and pay for all materials, labor, water, tools, equipment, permits, 
light and power necessary for the completion of the Wenzlick 18-family apartment. 


Unless otherwise specified, all materials shall be sound, new and of good quality and 
all work shall be done in a skillful and workmanlike manner. 





The contractor shall clear the site of all trees, 
PREPARATION OF brush, etc., whichcome within thearea of the pro- 
SITE AND EXCAVATION posed building. He shall carefully remove and 


stack on the plot the top soil for making the lawn. 


Excavation shall be of sufficient area and depth to accommodate the building in- 
dicated; foundation walls shall be carefully backfilled. Any surplus material not 
required to grade the plot as designated by plans shall be removed from the prem- 
ises. Any shortage of materials shall be furnished by the contractor. 


Rock excavation is not included in this contract. The contractor will be paid 
an additional price per cubic foot for rock removal as specified in his bid. 


Pumping of other than surface water is not included in the contract price. If 
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spring or other sub-surface water is encountered, the contractor will be paid an 
additional price per day for keeping the excavation free at the price quoted in his 
bid or agreed upon between the contractor and the owner. 


Footings and foundation walls shall be installed to 
CONCRETE FOOTINGS dimensions indicated on the plans. The mixture 
AND FOUNDATIONS shall be one (1) part Portland Cement, three (3) 

parts clean sharp sand, five (5) parts broken stone, 
trap-rock, gravel or other suitable clean coarse aggregate, graded in size to pass 
through a 2" screen, adequately mixed with a sufficient amount of clean water ina 
mechanical batch mixer, placed in the forms within one-half hour thereafter. Sub- 
stantial and tight forms shall be built on both inner and outer surface foundations of 
the walls. No part of the excavation wall shall be used as a form. 


The under-course of the basement floor shall be 
FINISHED CEMENT WORK poured over a well-tamped 3" cinder bed and shall 

be composed of concrete as specified above, laid 
so that there is a gradual fall from the foundation to the basement sewer drain. 
This concrete is to be 3" thick, plus a finish coat of one (1) part Portland Cement 
and three (3) parts clean sharp sand to be applied to a thickness of not less than 
one-half inch on top of all concrete under-courses, finished smooth under a steel 
trowel. Concrete fill shall be provided for tile floors in the bathrooms. 


Exterior walls are to be 13" variegated matt brick 
BRICKWORK AND laid in Flemish bond backed with dobies and salmon 
MASONRY ITEMS brick. Rear walls of building are to be faced with 

common brick and the fire walls are to be made of 
salmon brick and dobies. The contractor shall provide all brickwork as specified 
on the plans, comprising a chimney as indicated. Flues are to be lined with terra 
cotta of the proper dimension. Average-grade cut stone sills are to be provided for 
windows on the front and side of the building and stone lintels are to be provided over 
the basement windows. Ornamental work and roof coping to be of terra cotta. 


Contractor shall provide for 3-coat plastering over 
LATHING AND PLASTERING rock lath (or expanded metal lath) secured to studs 

(or joints) at each intersection with blued lath mail, 
corner beads provided for all exterior angles. The scratch coat shall be one (1) 
part lime putty to two (2) parts sand, with proper proportions of fiber and sand 
added. The brown coat shall be one (1) part lime putty to three (3) parts sand. The 
finished coat shall be one (1) part dry gauged plaster to two (2) parts dry hydrated 
lime. First grade workmanship is required in the application of each plaster coat. 
No cornice or other ornamental plaster work is contemplated under this contract. 


rhe basement ceiling shall be covered with two coats of plaster, including sand 
float finish coat. 


This specification provides for tiling all bathrooms . 
TILING Floors shall be prepared by the carpenter and ma- 
son, and walls by plaster contractor as specified 
above. The tile setter shall furnish and install 4-1/4 x 4-1/4 glazed commercial- 
grade wall tile with approved caps, cove bases, angles, finials, etc. Tile shall be 








installed to a height of 3' 6" and to ceiling around bath tubs. Bathroom floors shall 
be 1" or 2" hexagonal white ceramic tile. 


The contractor shall furnish all setting materials and on completion leave the 
entire work properly grouted and cleaned. 


Rough carpentry and framing material shall be the 
ROUGH CARPENTRY best grade provided in local practice. It may be 
AND FRAMING MATERIAL yellow pine, white pine, fir or hemlock. All ma- 

terial shall be of sizes indicated, with allowance 
for milling. 


Floor Joists 2" x 12" - spaced 16" c toc 
Ceiling Joists 2" x 8" - spaced 16" c toc 
Roof Rafters 2" x 6" - spaced 16" c toc 
Studding in in- 

terior partitions 2" x 4" - spaced 16" c toc 


One line of cross bridging shall be provided for each floor span exceeding 10' . 
The entire structure shall be braced and trussed where necessary and securely 
nailed as required by best practice. 


Sheathing on roof and all sub-flooring shall be pro- 
UNDER FLOORING AND vided as indicated. Material shall be No. 2, 
ROOF SHEATHING dressed and not over 6" wide, laid diagonally for 
floors and each intersection well secured by two 


6d nails. 


The mansard portion of the roof shall be a good 
ROOFING grade of variegated slate. The flat portion of the 


roof is to be Certainteed built-up asphalt laid over 
one thickness of Celotex. 


Provide and install 16-ounce copper flashing for 
FLASHING - SHEET valleys and angles, chimney counter and step 
METAL WORK flashed. Provide gutters and downspouts of 16 


ounces copper with necessary fittings, all secure- 
ly supported by approved hangers and straps. 


Stock window frames and sash shall be provided of 
MILLWORK - WINDOW the sizes shown on the plans. These shall be 
FRAMES AND SASH double-hung type as indicated and sash shall be 

glazed with single-strength clear glass. The sash 
shall be 1-3/8" thick, check-rail type. Exterior door frames shall be 2" clear pine 
rabbeted to receive 1-3/4" stock doors. 


All stock trim necessary to complete the various 
MILLWORK - INTERIOR parts of the work indicated shall be provided. All 
casings, base, trim, stools and moulding shall be 
of yellow pine of the best quality and of approved design as carried in local stock. 
Exterior doors shall be clear pine 1-3/4" thick of the size shown on the plans as 
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selected from local catalog stock. Interior doors shall be of clear pine, six panel 


colonial design 1-3/8" thick of the size indicated on the plans selected from local 
catalog stock 


Finished floors shall be of clear plain red oak 
FINISHED FLOORS 2-1/4" x 13/16", to be placed over all floor areas 
on the first, second and third floors, except the 
baths. Flooring shall be laid tight and even and nailed every 16". All oak flooring 
shall be scraped or sanded and completed ready for the painters. Before placing 
finished flooring all sub-flooring shall be covered with one course of building paper. 


Built-in kitchen cabinets shall be provided as indi- 
BUILT-IN CABINETS cated on the detail plans. 


All interior stairs are to be metal with terrazzo 
ENTRANCE HALLS treads and risers. The interior walls of the en- 
AND STAIRS trance halls are to have claytile wainscoting. The 

remainder of the walls and ceilings are to be plas- 
tered. The floors and stair landings are to be of terrazzo. 


Each entrance hall shall be equipped with a 6-receptacle “Keilson” government- 
approved apartment house mail box; finish to be ‘sprayed brass. ” 


Rear porches and stairs are to be made of struc- 
REAR PORCHES tural steel with concrete floors. The size is in- 
AND STAIRS dicated on the plans. There are to be three out- 

side entrances to the basement of the building, and 
these entrances are to be furnished with concrete steps. 


Immediately upon completion of all exterior and 
PAINTING interior woodwork the painter shall apply a prim- 

ing coat consisting of white lead, pure linseed oil 
and turpentine in the proportions considered best in local practice. Upon comple- 
tion of the priming coat, all nail holes and other imperfections in the work shall be 
stopped and filled with white lead putty. Before priming, knots and shakes shall 
be stopped with one coat of pure orange shellac. Second and third coats shall be 
mixed and applied in the color selected. Painters may mix at the job all white 
lead and oil paint in the proportions customary in the locality, using paste, white 
lead, pure linseed oil, turpentine and dryer, mixed in such proportions as to weigh 
not less than 15 lbs. per gallon. Painter may use the best qualities of approved 
ready-mixed paints. Each can must bear the formula of its contents. Materials 
shall be used direct from this original package and in accordance with the manu- 
facturer 's directions. (This contract does not contemplate the painting or decora- 
tion of plastered walls and ceilings.) Painter shall oil-stain oak floors in shade 
selected and fill with an approved paste filler. Floors shall then be finished with 
three coats of white shellac. 


This specification contemplates a complete plumb- 
PLUMBING ing, drainage and water-supply system for 18 bath- 


rooms, 18 kitchens and 9 laundry trays in base- 
ment 
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Sewer Line, Vents and Drainage. House sewer line of 6" shall be carried to 
a point 50 feet beyond foundation walls. Vent and drainage system shall be in- 
stalled and tested in accordance with best local practice, municipal code, or re- 
quirements of American Society of Sanitary Engineers. All joints shall be filled with 
oakum and poured lead and well calked. 2" vent and waste lines shall be of genuine 
galvanized wrought iron. 6" vitrified tile pipe shall be continued beyond the founda- 
tion walls for 50 feet and the joints securely set with cement mortar. Plumber 
shall excavate and backfill all pipe trenches. 





Water Supply. A pipe shall be continued 50 feet beyond the foundation walls in 
separate trench. This shall be laid using 1" copper water tubing with sweat-joint 
fittings. One-half inch copper tubing with sweat-joint pipe and fitting shall be 
installed for hot and cold water supply and connected with all plumbing fixtures 
and boiler. (Water closets and boiler shall be provided with cold-water supply 


only.) All pipe and fitting shall be installed in accordance with manufacturer ’s 
instructions. 





Fixtures. There shall be furnished and installed to the rough connections here 
provided fixtures of quality equal to those specified in the following list: (The fol- 
lowing list covers items manufactured by the Independent Plumbing and Heating 
Company. Contractor is permitted to substitute any equal combination. ) 


18 - 60" Queen Sinks #457 

18 - Knight Pedestal Lavatories 20" x 24" over all #224 

18 - Colonial Vitreous China Toilets with white ivoryette seat #344 
18 - 60" bath tubs #123 





Hot Water Supply. An indirect water heater (Sims, Allberger, Fre-Flo or 
equal) is to be provided under these specifications. Heater must be capable of 


providing ample supply of hot water (100 degree Fahrenheit temperature rise) with 
normal boiler operation. 


Alternates. If local building codes and practice do not permit the use of copper 
tubing and sweat-joint fittings for water supply, the contractor shall furnish genuine 
wrought-iron galvanized pipe in place thereof. However, where substitution is 
made, pipe one size larger than specified shall be provided. 


The purpose of this specification is to describe 
HEATING PLANT complete installation of the 1-pipe vacuum heating 
plant. All pipes shall be genuine wrought iron, 
installed in sizes, pitch and direction as indicated on the heating plans and instruc- 
tions provided by the manufacturer furnishing the vacuum system accessories. 


Radiation furnished by this contract consists of a total of 2200 square feet con- 
cealed steam radiation. The boiler shall be of capacity and design equal to Ke- 
wanee Boiler No. 4K, complete including insulating jackets, standard fittings and 


tools 


The contractor shall guarantee the heating plant to heat the entire first, second 
and third floors of the building to 70 degrees Fahrenheit when the outside tempera- 
ture is at Zero Fahrenheit and wind velocity is not in excess of 30 miles per hour. 
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This should be accomplished with not more than a 2-pound gauge pressure at the 
boiler, or with the vacuum at the height specified by the manufacturer of the vacuum 
system accessories. The plant shall be tested as required and left complete. 


Covering - Pipe and Boiler Jacket. The boiler shall have standard insulated 
jacket as regularly furnished by manufacturer, lined with not less than 1" thickness 
of asbestos sheet insulation, and 4" asbestos fill shall be placed on floor within 
jacket. All exposed supply pipes in the cellar and within building walls shall be 
covered with approved 2" air-cel asbestos covering. All exposed covering shall be 
banded at the joints with brass strapping. 





Painting. All exposed pipes in the basement as well as any exposed unfinished 
cast-iron parts of the boiler shall receive two coats of approved smoke-stack black. 
All radiators, and any exposed pipes above the first floor level shall be thoroughly 
cleaned and receive two coats of approved heat-resisting radiator paint in color 
selected. 


It is the purpose of this specification to describe a 
ELECTRIC WIRING complete electrical installation. All material 

shall be of standard make and of quality and in- — 
stalled as required by the National Board of Fire Underwriters. All outlets shall © 
terminate in approved metal boxes. Switches shall be of toggle type. All outlets — 
other than for lighting fixtures and switches shall be equipped with standard duplex — 
connections. Wiring to outlets shall be of approved-size BX cable of sufficient 
size to carry the circuit load. 


Each circuit shall be switched and fused and extended to a central panel board. 
This contractor shall terminate all circuits at an appropriate meter and fuse board. 


Connection from meter panel to public service lines is not included in this con- 
tract, nor are electrical fixtures and appliances provided. 


Each apartment isto be equipped with one 4-burner 
MECHANICAL EQUIPMENT _ side oven gas stove with automatic oven regulator; 

one 6-cubic-foot electric refrigerator; and one In- 
a-Door or Roll-Away bed. The building is to be provided with 3 Kerner inciner- 
ators, each incinerator to have a refuse door installed in the wall of the building at 
the proper height above the first, second and third floor service stair landings. 


CORRE s N 


ALL OAK FLOORING THAT HAS BEEN PREVIOUSLY SPECIFIED FOR THE BUILD- 
INGS IN THE AUGUST AND SEPTEMBER 1950 APPRAISAL BULLETINS SHOULD 
READ: “CLEAR PLAIN RED OAK.” 
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30-UNIT REINFORCED 
CONCRETE APARTMENT 
Content: 303, 534 cubic feet 
21, 372 square feet 


DESCRIPTIVE SPECIFICATIONS 
30-FAMILY FIREPROOF APARTMENT BUILDING 


GENERAL CONDITIONS - Same as 18-family brick apartment house. 


PREPARATION OF SITE AND EXCAVATION - Same as 18-family brick apartment 
house 


Footings and foundation walls shall be installed to 
CONCRETE FOOTINGS, dimensions indicated on the plans. The mixture 
FOUNDATIONS, COLUMNS, _ shall be one (1) part Portland Cement, three (3) 
BEAMS AND FLOORS parts clean sharp sand, five (5) parts broken stone, 

trap-rock, gravel or other suitable clean coarse 
aggregate, graded in size to pass through a 2" screen, adequately mixed with a 
sufficient amount of clean water in a mechanical batch mixer, placed in the forms 
within one-half hour thereafter. Substantial and tight forms shall be built on both 
inner and outer surface foundations of the walls. No part of the excavation wall shall 


be used as a form. 


The columns, beams and floors shall be of reinforced concrete, 1:2:4 mix; 
columns and beams are to be provided and reinforced as indicated by the structural 
detail plans 


FINISHED CEMENT WORK - Same as 18-family brick apartment house. 


The exterior (curtain) walls are to be of 13" matt 
BRICKWORK AND brick, laid in Flemish bond, and backed with 
MASONRY ITEMS dobies. The rear walls of the building are tobe 

faced with common brick. The contractor shall 
provide all brickwork as specified on the plans, comprising a chimney as indi - 
cated. Flues are to be lined with terra cotta of the proper dimension. Average- 
grade stone sills are to be provided for windows on the front and sides of the build- 
ing. Ornamental work and roof coping to be of terra cotta. 


Interior partitions are to be of 4" gypsum block. 
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Contractor shall provide for 3-coat plastering over 
LATHING AND PLASTERING the 4" gypsum block. The finished coat shall be 
one (1) part dry gauged plaster to two (2) parts dry 
hydrated lime. First grade workmanship is required in the application of each plas- 


ter coat. No cornice or other ornamental plaster work is contemplated under this 
contract. 


TILING - Same as 18-family brick apartment house. 


Rough carpentry and framing material (compris- 
ROUGH CARPENTRY ing only the roof rafters in the roof towers) shall 
AND FRAMING MATERIAL be the best grade provided by local practice. It 

may be yellow pine, white pine, fir or hemlock. 
These roof rafters are to be 2 x 6’s spaced 16" c toc. 


These rafters are to be covered by No. 2 sheathing not over 6" wide, and well 
secured at each intersection by two 6d nails. 


The flat portion of the roof is to be built-up asphalt 
ROOFING overa 1" layer of Celotex laidover a 3" reinforced 
roof slab. 


FLASHING - SHEET METAL WORK - Same as 18-family brick apartment house. 


MILLWORK - WINDOW FRAMES AND SASH - Same as 18-family brick apartment 


house. 
MILLWORK - INTERIOR - Same as 18-family brick apartment house 


Finished floors shall be of clear plain redoak 2-1/4" 
FINISHED FLOORS x 13/16", laid on wood screeds set in concrete. 
Flooring shall be laid tight and even and nailed 


every 16". All oak flooring shall be scraped or sanded and completed ready for the 
painters. 


Built-in kitchen cabinets shall be provided as indi- 
BUILT-IN CABINETS cated on the detailed plans. 


ENTRANCE HALLS AND STAIRS - Same as 18-family brick apartment house. 


Rear porches and stairs are to be made of struc- 
REAR PORCHES tural steel with concrete floors, sizes as indicated 
AND STAIRS on the plans. There are to be 5 entrances to the 


basement of the building and these entrances are 
to be furnished with concrete steps. 


PAINTING - Same as 18-family brick apartment house. 


This specification contemplates a complete plumb- 
PLUMBING ing, drainage and water-supply system for 30 bath- 
rooms, 30 kitchens, and for 15 laundry trays in 

(cont. on page 538) 
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(cont. from page 535) 


the basement. 


Sewer Line, Vents and Drainage. Same as 18-family brick apartment house. 





Water Supply. Same as i8-family brick apartment house. 


Fixtures. There shall be furnished and installed to the rough connections here 
provided fixtures of equal quality to those specified in the following list: (The fol- 
lowing list covers items manufactured by the Independent Plumbing and Heating 
Company. Contractor is permitted to substitute any equal combination. ) 


30 - 60” Queen Sinks #457 
30 - Knight Pedestal Lavatories 20" x 24" over all 4224 


30 - Colonial Vitreous China Toilets with white ivoryette seat #344 
30 - 60" Bath Tubs 4123 


Hot Water Supply. Same as 18-family brick apartment house. 
Alternates. Same as 18-family brick apartment house. 


The purpose of this specification is to describe 

HEATING PLANT complete installation of the 2-pipe steam heating 
plant. All pipes shall be of genuine wrought iron 

installed in sizes, pitch and direction as indicated on the heating plans and instruc- 
tions provided by the manufacturer furnishing the vacuum system accessories. 


Radiation furnished by this contract is to consist of a total of 4000 square feet 
concealed steam radiation. The boiler shall be of capacity and design equal to 


Kewanee boiler #10K, and is to be complete including insulating jackets, standard 
fittings and tools 


rhe contractor shall guarantee the heating plant to heat the entire first, second 
and third floors of the building to 70 degrees Fahrenheit when the outside tempera- 
ture is at Zero Fahrenheit and wind velocity is not in excess of 30 miles per hour. 
rhis shouldbe accomplished by not more than 2-lb. gauge pressure at theboiler. The 
plant shall be tested as required and left complete. 


Covering - Pipe and Boiler Jacket. Same as 18-family brick apartment house. 





Painting. Same as 18-family brick apartment house. 
ELECTRIC WIRING - Same as 18-family brick apartment house. 


Each apartment is tobe equipped with one 4-burn.. 
side oven gas stove with automatic oven regulator; 
one 6-cubic-foot electric refrigerator; and one In- 
a-Door or Roll-Away bed. The building is to be provided with 5 Kerner inciner- 
ators, each incinerator to have a refuse door installed in the wall of the building at 
the proper height above the first, second and third floor service stair landings. 


MECHANICAL EQUIPMENT 
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COMMERCIAL BUILDING - NO BASEMENT 
Content: 115, 850 cubic feet 
8,075 square feet 


DESCRIPTIVE SPECIFICATIONS 
BRICK COMMERCIAL BUILDING 


GENERAL CONDITIONS 

Materials, Labor, Appliances. Unless otherwise specified herein, the contractor 
shall provide and pay for all materials, labor, water, tools, equipment, permits, 
light and power necessary for the completion of the Wenzlick commercial building. 
Unless otherwise specified, all materials shall be sound, new and of good quality and 
all work shall be done in a skillful and workmanlike manner. 





The contractor shall clear the site ofall trees, 
PREPARATION OF brush, etc. The excavation shall be of sufficient 
SITE AND EXCAVATION area and depth to accommodate the footings of the 
building. The ground to be enclosed by the founda- 
tion walls shall be leveled to receive a 3" cinder bed. Any surplus material not 


required to grade the plot as indicated by plans shall be removed from the premises 
and the shortage of materials shall be furnished by the contractor. 


Rock excavation is not included in this contract. The contractor will be paid 
an additional price per cubic foot for rock removal as specified in his bid. 


Footings and foundation walls shall be installed to 
CONCRETE FOOTINGS, dimensions indicated on the plans. The mixture 
FOUNDATIONS AND FLOOR _ shall be one (1) part Portland Cement, three (3) 

parts clean sharp sand, five (5) parts broken stone, 
trap-rock, gravel or other suitable clean coarse aggregate, graded in size to pass 
through a 2" screen, adequately mixed with a sufficient amount of clean water in a 
mechanical batch mixer, placed in the forms within one-half hour thereafter. Sub- 
stantial and tight forms shall be built on both inner and outer surface foundations of 
the walls. No part of the excavation wall shall be used as a form. 


Reinforcing rods are to be placed in the foundation and footings as indicated on 
the detailed plans. 


rhe floor of the building is to be 1:3:5 concrete poured over a 3" cinder bed. 
The concrete floor is to be 5" thick and is to be reinforced by 6 x 6 steel mesh. 


Exterior walls are to be 13" variegated matt brick 
— : laid in Flemish bond and backed with common 
pe oh ORE AND brick. The rear wall of the building is to be faced 
MASONRY ITEMS 
with common brick. 
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Interior partitions are to be curtain walls of 4" gypsum block. 


Structural steel work shall be 6 x 6 “H” columns 

STRUCTURAL STEEL supporting 10" “I” beams as indicated on the struc- 

tural steel plans. Ceiling joists are to be 16" steel 

bar joists set on 54" centers. 24" x 3)" x 1/4" angle iron 4 feet long shall form 
the lintel over each door and window in the rear wall. 


Contractor shall provide for 3-coat plastering of 
PLASTERING gypsum block partitions. The scratch coat shall be 

one (1) part lime putty and two (2) parts sand with 
proper proportions of fiber and sand added. The brown coat shall be one (1) part 
lime putty to three (3) parts sand, and the finish coat shall be one (1) part hard 
wall plaster to two (2) parts of hydrated lime. The ceilings shall be plastered three 
(3) coats over expanded metal lath, the first two coats to be the same as those placed 
on the walls. The finished coat of the ceilings shall be acoustical plaster. 


Rough carpentry and framing material shall be the 
ROUGH CARPENTRY best grade provided in local practice. It may be 
AND FRAMING MATERIAL yellow pine, white pine, fir or hemlock. All ma- 
terial shall be of sizes indicated. 


Roof rafters, 2" x 6" - spaced 16" c toc 
Studding for gable ends 2 x 4’s - spaced 16" c toc 


The sheathing over the gable portion of the roof 
ROOF SHEATHING *° shall be #2 yellow pine dressed and not over 6" 
wide, securely fastened at each intersection by 2 


6d nails. The sheathing over the flat portion of the roof is to be 2" metal edge gyp- 
sum plank. 


The gable portion of the roof shall be covered with 
ROOFING a good grade of variegated slate laid over 15-lb. 


roofing felt. The gable ends are tobe covered with 
10" beveled redwood siding. The flat portion of the roof is to be built-up asphalt 


and felt laid over the 2" metal edge gypsum plank and covered with roofing gravel. 


FLASHING - SHEET METAL WORK - Same as 18-family brick apartment house. 


MILLWORK - WINDOW FRAMES AND SASH - Same as 18-family brick apartment 


house. 


MILLWORK - INTERIOR - Same as 18-family brick apartment house. 


Finished floors shall be of t tile (Johns Man- 
FINISHED FLOORS ville group B or equivalent) 1/8" thick laidin mastic 
over the concrete floor. 


PAINTING - Same as 18-family brick apartment house. 
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This specification contemplates a complete plumb- 
PLUMBING ing, drainage and water-supply system for 5 lava- 
tories and 5 toilets. 


Sewer Line, Vents and Drainage. House sewer line of 6" shall be carried to 
a point 50 feet beyond foundation walls. Vent and drainage system shall be in- 
stalled and tested in accordance with best local practice, municipal code, or re- 
quirements of American Society of Sanitary Engineers. All joints shall be filled with 
oakum and poured lead and well calked. 2" vent and waste lines shall be of genuine 
galvanized wrought iron. 6" vitrified tile pipe shall be continued beyond the founda- 
tion walls for 50 feet and the joints securely set with cement mortar. Plumber 
shall excavate and backfill all pipe trenches. 





Water Supply. A pipe shall be continued 50 feet beyond the foundation walls in 
separate trench. This shall be laid using 1" copper water tubing with sweat-joint 
fittings. One-half inch copper tubing with sweat-joint pipe and fitting shall be 
installed for hot and cold water supply and connected with all plumbing fixtures 
and boiler. (Water closets and boiler shall be provided with cold-water supply 


only.) All pipe and fitting shail be instalied in accordance with manufacturer ’s 
instructions. 


Fixtures. There shall be furnished and installed to the rough connections here 
provided fixtures of quality equal to those specified in the following list: (The fol- 
lowing list covers items manufactured by the Independent Plumbing and Heating 
Company. Contractor is permitted to substitute any equal combination.) 


5 - Knight Pedestal Lavatories 20" x 24" over all #224 
5 - Colonial Vitreous China Toilets with white ivoryette seat #344 


Hot Water Supply. A water heater is not provided under these specifications. It 
is to be provided under separate order on sclection by the owner. 





Alternates. Same as 18-family brick apartment house. 


The purpose of this specification is to describe 
HEATING PLANT complete installation of 5 gas-fired forced warm 

air furnaces. Furnaces are to be three 80GH, one 
DL2100 and one DL3125 Front Rank furnaces or equivalent. Duct work and regis- 
ters are to be provided in the manner indicated on the heating plans. Each furnace 
shall be tested as required and left complete. 


ELECTRIC WIRING - Same as 18-family brick apartment house. 
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